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Abstract 
The article describes the developed mathematical model, algorithm and program for 
calculating the process of cooling the water leaving the evaporative cooler and the final 
temperature of humid air. The compilation of a mathematical model is based on the analysis of 
literature data. Practically at all industrial enterprises, technological equipment is cooled by 
means of circulating water supply systems equipped with evaporative coolers. The article made 
a choice of a cooling system for air conditioning systems of residential premises. The developed 
basic design scheme of the evaporative water and air cooler with the irrigated layer is 
presented, as well as the estimated thermal and material balance. One of the main elements of 
these devices is a heat-mass transfer nozzle - sprinkler. This article presents the results of 
mathematical modeling of processes occurring in the volume of the sprinkler evaporator 
chamber, Raschig rings composed of vertical polymeric materials. Expressions are obtained for 
determining the values of air temperature based on the calculation of thermal modeling of the 
process of cooling circulating water in evaporative coolers of the type in question. 
 
Key words: evaporative cooler, fluidized bed, sprinkler, heat and mass transfer, relative 
humidity, wet thermometer 
 
A lot of time and high financial costs on the basis of field experiments are required in order 
to specify the thermo-technical excellence of evaporative coolers of circulating water, including 
those with a fluidized bed. Another more modern method of solving this problem is a numerical 
calculation method that takes into account any changes in the parameters of the cooled water , 
the environment, structural, thermo-technical and operational characteristics of individual 
elements and components of the cooler. At the present stage of computer technology 
development, this method allows to obtain and justify more reliable initial data for the 
development of appropriate engineering solutions to ensure the efficient operation of coolers of 
this type in various sectors of the energy, processing, petrochemical and food industries. The 
basis of numerical calculation method for the temperature regime of recycled water cooled in 
evaporative coolers with a three-phase fluidized bed, as a rule, is mathematical modeling, i.e. 
compilation and solution of systems of equations of thermal balances for cooled water, 
evaporative agent (air) and elements of a cooler of the analyzed type. 
For the implementation of the evaporative cooling process of circulating water in air 
conditioning systems, injector and irrigation devices are most widely used [1, 2, 3, 8]. In 
injector-type devices, the development of surface between air and water is constant and is 
achieved by spraying water through the injectors; the latter ensures the formation of many small 
droplets in the injector chambers. The injector chambers, as a rule, have large air capacities and 
are used in industrial facilities where it is necessary to reduce the temperature and maintain high 
relative air humidity in such textile enterprises, etc. [3]. 
The following requirements are imposed on the materials of the irrigation layer in the 
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water and air coolers of this type: 
- the greatest development of a constant surface in the same volume of filling; 
- the most complete surface wettability or the material itself with water at the lowest 
energy cost for water supply; 
- high efficiency of evaporative cooling with minimal aerodynamic drag; 
- the material’s resistance against rotting, corrosion, weathering, the harmful odors; 
- resistance against infection by bacteria; 
- low cost and availability of source material. 
Synthetic fibers, wood fibers and chips, fiberglass, palm tree bark fibers, metal wires, 
plates of porous plastics, thin metal sheets are used to fill the irrigated layers [1, 14]. 
In our work, the evaporative cooling of water and conditioned air in irrigated layers in 
which it is permissible to take the parameters of moist air equal to the corresponding parameters 
of saturated air at the temperature of the irrigated water (tw) is considered. 
Table 1 shows the surface values by the constant of heat and mass transfer in a unit volume 
of particles of some filling materials of the irrigated layer (a) according to [1, 4]. 
 
Filling material and average size of 
particles, mm 
The ratio of the contact surface of heat 
and mass transfer (M) to unit volume 
Nylon fiber with a diameter of 0.25 mm 
аnd a length of 200 mm. 
16000 
Fiberglass with a diameter of 0.135 mm 
and a length of 200 mm. 
29629 
Corrugated fiberglass with a diameter of 
0.04 mm and a length of 50 mm. 
100000 
Corrugated aluminum tape 0.225 mm 
thick, 51 mm wide and 600 mm long. 
8900 
Brass mesh of corrugated brass wire 
with a diameter of 0.25 mm and a length of 
600 mm. 
16000 
The local evaporative water and air coolers with irrigated layers of lower air capacity 
installed in the most served rooms or in their surroundings are more economical and convenient 
for public and residential buildings [1, 18]. 
The basic design scheme of an evaporative water and air cooler with an irrigated layer is 
shown in Fig. 1 [6, 7, 9, 13, 20]. 
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Fig. 1. The basic design scheme of an evaporative water and air cooler with an irrigated 
layer: 
 1 - evaporative cooler, 2 - circulation (water) pump, 3 - sump, 4 - injector of the Rashig 
ring, 5 - injector, 6 - air fan, tah and     - air temperature and humidity, tw - temperature of 
irrigating water ('- means at the inlet and “- at the exit of the irrigation chamber) 
According to the basic design scheme shown in Fig. 1, the differential equation of 




Fig. 2. a) The basic design scheme of the material and heat balance of the evaporative 
cooler:    
 and   
  - respectively, flows cooled (at the inlet) and cooled (at the outlet) from the 
evaporative cooler of the circulating water,    
 and    
  - accordingly, the flows of humid air at 
the inlet to the evaporative cooler and at the outlet from it,     is the flow of moisture (water 
vapor) passing from the cooled water to the humid air. b)    
 and   
  - respectively, the enthalpy of 
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the cooled (at the inlet to the evaporative cooler) and cooled (outlet of it) circulated water,   
 and 
   
  - respectively, the enthalpy of humid air at the inlet and at the outlet of the evaporative 
cooler,    and      - respectively, heat flow passing from the cooled water to moist air by 
evaporation and convective heat transfer,    
    - heat flow through the side wall of the cooler. 
                    (1) 
Where 
                   (2) 
         - heat flow given off by the cooled water 
           (      )      (3) 
       - explicit (convective) heat flow from humid air to water; 
           (     )       (4) 
      latent (by evaporation) heat flow from water to humid air; 
  - convective heat transfer coefficient between humid air and water in the irrigated 
layer;     mass transfer coefficient between water and moist air in the irrigated layer, 
referred to the difference between the partial pressures on the evaporation surface (  ) and 
far from it (i  ); r - the latent heat of vaporization of water; 
                 (5) 
      heat and mass transfer surface of the irrigated layer in its elementary 
volume dV; 
   -  surface area of the transverse irrigation chamber; δ is the thickness of the 
irrigated layer. 
Substituting (2) - (5) in (1), we obtain 
 
   
 
         [   (      )       (     )]   (6) 
 Where 
    
  
   
    (7) 
 
     irrigation water flow density, referred to the unit area of the transverse (i.e. live) 
section of the irrigation chamber. 
To solve equation (6), we first express the temperature of the humid air using a dry 
thermometer     through the temperature of the humid air using a wet thermometer (  ). To do 
this, we use the conditions of the thermodynamic equilibrium set between the requisitions of 
apparent and latent heat 
    (      )       (      )   (8) 
Suggested in [2,3,10,15,19]. 
In (8), Pwt is the partial pressure of water vapor above the surface of the evaporated water 
having a saturation temperature, i.e., wet thermometer. 
We define the value of from (8)     
       
    
  
 (      )                                   (9) 
Substituting (9) in (6) we get 
   
 




   
 
         [   (     )       (      )]    (10). 
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To solve equation (10) with relation to the desired temperature   - based on the 
dependence of the resilience of saturated steam over water, we establish an approximation 
dependence between Pwt and tw , as well as Pw and t w. As calculations show to establish such a 
dependence, in the range of tw from 10 0С to 25 0С, approximations P and Pwt  through tw and tw 
can be represented as 
                                                                (11), 
                                                                (12). 
Substituting (11) and (12) in (10) we get 
             (       )  (     )       
From which 
   
     
  
 
(       )     
                                                                      (13) 
Or 
   
      (  
    )   
 
(       )    
                                                 (14) 
 
As follows from the analysis of solution (14), for (       )           that is, 
large values of the specific flow rate of the cooled water with a small thickness of the irrigated 
layer ( )   
     
 , and vice versa, (       )           then there will be   
     
 .  
To determine the value of   
  , as follows from (14), ceteris paribus (meaning   
 ,    ,    
and  , the values    and   are required). 
According to the results of experimental studies performed by O.Ya. Kokorin [1, 11] when 
changing the value of the irrigation coefficient 
  
       
     
 (15) 
from 0.015 to 0.15 kg of water / kg of air, the values of    and   for the irrigated layer of 
fiberglass with a diameter of 0.135 mm, a length of 200 mm and   
   
 
       
 
 
 (Table 1) 
can be principles, respectively,          
    
    
 и          
  
           
.  
If we take into account that the value of the specific flow rate of humid air through the 
irrigated layer (    ) (15) is related to the linear velocity of the flow of humid air (   )  in 
expression, then solution (14) can be represented as 
  
      (  
    )   
 
(       )    
                                                   (16) 
 
According to the results of calculations by the definition of   
  according to formula (16) 
with          
    
    
,          
  
           
,         
  
  
,          ,      , 
      
 
 ⁄ ,          
  
  
⁄  и   
  
        
      
    
 the value of   
   при   
      and 
       equals to   
      (     )   
 (      )            
                                  
      .   
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Fig. 3. Dependence of the final water temperature (
konw
t ) of the evaporative circulating 
water cooler on the temperature and humidity of the wet thermometer (
vozm
t ) at φ = 0.25–0.45 
[12]. 
The thermal efficiency value of the evaporative water cooler is determined by the ratio 
   
  
    
  
  




    
  
      
 
        
       
      
and little effect on the values of the coefficients of heat and mass transfer, which is 
explained by the complete wettability of the material of the irrigated layer even at low values of 
the irrigation density (       ). 
The values of   
  и   
  in (16), in turn, can be determined from the calculated expressions 
[5] obtained on the basis of thermal modeling of the process of cooling circulating water in 
evaporative coolers of the considered type.    
 
                                                        References 
1. Kokorin O.Ya. Isparitel’noye oxlajdeniye dlya seley kondisionirovaniya vozduxa. 
M.: Stroyizdat, 1965. – 160 s.  
2. Nesterenko A.V. Osnovi termodinamicheskix raschetov ventilyasii i 
kondisionirovaniya vozduxa. M.: «Visshaya skola», 1971. – 460 s.  
3. Ladijenskiy R.M. Kondisionirovaniya vozduxa. M.: Gostorgizdat, 1962. – 352 s.  
4. Kimenev G.N. Rasional’noye ispol’zovaniye topliva i energii v pishevoy 
promishlennosti. – M.: AO «Agropromizdat», 1990. – 168 s.  
6
Technical science and innovation, Vol. 2019 [2019], Iss. 3, Art. 7
https://uzjournals.edu.uz/btstu/vol2019/iss3/7
Electrical   and   Computer   Engineering  
 
 255 
5. Usmonov N.O., AbdullabekovYu.U., Hamidullayev Z.Z. «Heat and Material 
Balances and Equations of Heat and Mass Transfer of Evaporative Air-Water Cooler» 
International Journal of Advanced Research in Science, Engineering and Technology. India, 
2019. Vol. 6, Issue 1, pp. 7943-7946. 
6. Usmonov N.O. Opredeleniye temperature vlajnogo vozduxa pri vixode iz 
isparitel’noy kameri s primeneniyem vrashayushegosya regenerativnogo teploobmennika. 
SibAK, «Eksperimental’niye i teoreticheskiye issledovaniya v sovremennoy nauke». Sbornik 
statey po materialam XXXI mejdunarodnoy nauchno-prakticheskoy konferensii. yanvar’ 2019. 
№ 1(30), S. 40-44  
7. Usmonov N.O., Isaxodjayev X.S. Povisheniye effektivnosti oxlajdeniya oborotnoy 
vodi v isparitel’nix oxladitelyax s psevdoojijennim sloyem. Moskva, jurnal Vestnik MEI №2, 
2019. – S. 37-42 
8. Isaxodjayev X.S., Usmonov N.O. Energosberegayushiy rejim ekspluatasii 
oborudovaniya system kondisionirovaniya vozduxa. SibAK «Eksperimental’niye i 
teoreticheskiye issledovaniya v sovremennoy nauke» Sbornik statey po materialam XIV 
mejdunarodnoy nauchno-prakticheskoy konferensii. Mart, 2018. № 5(14), S. 40-45.  
9. Kochetov O.S. Primeneniye apparatov kipyashego sloya dlya system ventilyasii // 
Mejdunarodniy nauchniy jurnal «Simvol nauki», 2016. №4. S. 83-85. 
10. Kirsanov V.V., Ignakin I.Yu. Matematicheskaya model’ vodoisparitel’nogo 
oxlajdeniya v sistemax ventilyasii // Vestnik Texnika i texnologii APK, Moskva, 2017. №1. S. 
14-20.  
11. Kokorin O.Ya. Energosberegayushiye texnologii funksionirovaniya system 
ventilyasii i kondisionirovaniya vozduxa. – M.: Prospekt, 1999. – 287 s.  
12. Ochkov V.F. MathCad 14 dlya studentov i injenerov: russkaya versiya. – BHV-
Peterburg, 2009. 256 s.  
13. Prilepskiy D.V. Sovershenstvovaniye system kondisionirovaniya vozduxa s 
ispol’zovaniyem kameri orosheniya s poperechnim raspolojeniyem forsunok. Av-t. diss. kan. 
texn. nauk. Volgograd, 2014. – 150 s.  
14. Kagan A.M., Laptev A.G., Pushnov A.S., Faraxov M.I. Kontaktniye nasadki 
promishlennix teplomassoobmennix apparatov. Monografiya. Pod red. Lapteva A.G. – Kazan’: 
Otechestvo, 2013, - 454 s.  
15. Zhang L. Total Heat Recovery. Heat and Moisture Recovery from Ventilation Air / 
L. Zhang // Nova Science Publishers Inc. – N.Y., 2008. – 327 p.  
16. Xomutskiy Yu.V. Raschet kosvenno-isparitel’noy sistemi oxlajdeniya / Yu.V. 
Xomutskiy // Mir klimata. – 2012. № 71. – S. 174-182.  
17. Shilyayev M.I., Xromova Ye.M., Grigor’yev A.V., Tumashova A.V. Gidrodinamika 
i teplomassoobmen v forsunochnix kamerax orosheniya // Tomskiy GASU, 2011. №1, S. 15-26.  
18. Usmonov N.O., Umarova M.X. Intensifikasiya teplomassoobmen v apparate 
psevdoojijennogo sloya s sharovoy nasadkoy // Jurnal TashGTU Vestnik, 2018. №3, S. 96-101. 
19. Isaxodjayev X.S., Usmonov N.O., Umarova M.X., Maxmudova D.X. Opredeleniye 
koeffisiyenta teplootdachi ot trexfaznogo psevdoojijennogo sloya k stenke apparata oxlaajdeniya 
vodi // Jurnal «Problemi energo- i resursosberejeniya» 2018. № 3-4, S. 202-205. 
20. Usmonov N.O, Mavjudova Sh.S. Teploutilizator v sistemax ventilyasii i 
kondisionirovaniya vozduxa // Mejdunarodnaya nauchno-prakticheskaya konferensiya. 
«Innovasii-2018», Tashkent, S. 89-91. 
7
Usmonov et al.: CALCULATION OF TEMPERATURE OF ROUTINE WATER COOLED IN IRRIGATED L
Published by 2030 Uzbekistan Research Online, 2019
